A new pathway to nuclear magnetic resonance (NMR) spectroscopy for picoliter-sized samples (including those kept in harsh and extreme environments, particularly in diamond anvil cells) is introduced, using inductively coupled broadband passive electromagnetic lenses, to locally amplify the magnetic field at the isolated sample, leading to an increase in sensitivity. The lenses are adopted for the geometrical restrictions imposed by a toroidal diamond indenter cell and yield signal-to-noise ratios at pressures as high as 72 GPa at initial sample volumes of only 230 pl. The corresponding levels of detection are found to be up to four orders of magnitude lower compared to formerly used solenoidal microcoils. Two-dimensional nutation experiments on long-chained alkanes, C n H 2n+2 (n = 16 to 24), as well as homonuclear correlation spectroscopy on thymine, C 5 H 6 N 2 O 2 , were used to demonstrate the feasibility of this approach for higher-dimensional NMR experiments, with a spectral resolution of at least 2 parts per million. This approach opens up the field of ultrahigh-pressure sciences to one of the most versatile spectroscopic methods available in a pressure range unprecedented up to now.
INTRODUCTION
Nuclear magnetic resonance (NMR) spectroscopy is by far the most widespread analytical method in modern life science. Biology, chemistry, and medicine are benefiting from the ability of the NMR to locally yield valuable structural, electronic, and dynamical information; it is used by an ever-growing community spanning almost all the natural sciences (1) (2) (3) . Because of the development of in vivo magnetic resonance imaging (4, 5) and because of its singular analytical role in the investigation of proteins (6) (7) (8) , NMR has become an integral part in these research fields.
Besides its widespread use, there are some research branches where a broader application of NMR seems unfeasible, for example, in highpressure chemistry and physics, or mineral physics, where harsh experimental conditions such as high pressure and high temperature are mandatory. Nevertheless, NMR under these extreme conditions will certainly have a great impact generally on natural sciences and particularly on modern high-pressure chemistry and geosciences, where the application of NMR is so far mostly restricted to ex situ measurements on recovered samples (9, 10) . At the same time, application of NMR could help in resolving these fundamental problems, for example, as birth of life on our planet: It is believed that the first signs of life on Earth developed in the considerable depths of the proto-ocean of the hadean era under high-pressure conditions (11) (12) (13) . Thus, NMR studies of proteins and their stability at appropriate pressure-temperature conditions may provide answers to the most important question of contemporary science.
The main obstacle against the application of high-pressure NMR lies in its inherently low sensitivity and the requirement that the radio frequency (RF) antenna must be very close to the sample, ensuring a good filling factor of the resonator (14) . In high pressure-generating vessels, that is, in diamond anvil cells (DACs), typical available sample spaces are less than 1 nl and are also tightly enclosed by two diamond anvils and a metallic gasket; thus, the use of in situ NMR experiments was widely considered an impossibility for several decades.
Nonetheless, several research groups were able to implement NMR in DACs at pressures up to 10 GPa (1 GPa = 10,000 bar), and a more complete overview of the development of high-pressure NMR techniques in DACs is presented elsewhere (15) . These previous setups suffered from low sensitivities and therefore were only applicable to systems rich in "high-g n " nuclei, such as hydrogen or fluorine, which provide the highest signal-to-noise ratios (SNRs) and thus the best sensitivity in an NMR experiment. A turning point was the implementation of microcoils in NMR research. As demonstrated by Peck et al. (16) , reducing the dimensions of the RF resonators will result in significantly improved sensitivity, as well as much higher spectral resolution (17, 18) , and allows wide-line excitations of broad NMR signals (19) .
In 2009, Suzuki et al. (20) introduced the idea of placing a minuscule microcoil-typically 400 to 500 mm in diameter and 100 to 250 mm in height-directly in the sample chamber between the anvil vise, and it has been shown that this technique was superior to the previous attempts in terms of spin sensitivities (21, 22) and reachable pressures of up to 30 GPa (23) .
The bold approach came with some drawbacks. The extremely fragile microcoils are typically made from very thin insulated gold or copper wire, and become exceedingly difficult to manufacture and handle if a further miniaturization is needed to reach pressures above 10 GPa (24) with an imposed empirical pressure limit of about 10 to 15 GPa. In any case, preparation of DACs for high-pressure NMR measurements with microcoils is rather an art than a science, which limits the application of the method.
At present, the most pressing scientific questions in high-pressure chemistry and the geosciences concern topics such as high-pressure phase transitions toward new exotic materials (25, 26) , coordination changes or spin transitions of Earth's mantle materials (27) (28) (29) , or metallizations or even transitions into a superconducting state of diatomic molecules such as hydrogen (30) (31) (32) (33) ; these all occur predominantly at much higher pressures close to the megabar regime (1 Mbar = 100 GPa) or even beyond. Therefore, to implement in situ NMR measurements at these extreme pressures, new RF resonators must be developed, which enable a successful detection of the NMR signal from within the pressure chamber, yielding high sensitivities throughout the whole experiment.
RESULTS
Sample spectra and sensitivity A possible solution was introduced using magnetic flux tailoring Lenz lenses, which were recognized recently to locally amplify the magnetic field at a given region of interest by Schoenmaker et al. (34) and in more detail by Spengler et al. (35) . This magnetic lens consists of a single current-carrying track, made either directly as small wire segments of some micrometer thickness or using a solid sheet of metal foil. In the latter case, the single current-carrying track is defined by the limiting RF penetration depth d, the skin depth, which depends on the conductivity of the material and the frequency of the current. In general, the Lenz lens is a flux transformer. Its outer winding collects the flux from a larger area, which, in response, builds up a current in its continuous perimeter conductor, and its inner anti-winding deposits this flux over a very small area. The Lenz law ensures that the flux in the region between the antiwinding and the winding will be zero so that the flux is only deposited over the inner region of interest. Because its conductor length is very small, the effective resistance is small, too, due to the microscopic Ohm's law. Furthermore, because its effective capacitance is negligible due to the small length of the gap, its resonance is very high, way beyond the NMR resonance. As a result, it appears as a pure inductance-following the outer coil without lag-and is inductively coupled to the outer coil through its mutual inductance, requiring some additional matching but hardly any detuning of the outer coil. As a result, it almost perfectly increases SNR [by reciprocity (36) (37) (38) because now all the current is used to generate field in only a very small region] without significantly reducing the quality factor of the resonator Q.
It could be shown that these resonators are capable of focusing the total magnetic field of the resonator at its center, leading to a locally enhanced sensitivity. Similar approaches to locally amplify the receiving sensitivity of a given NMR resonator structure were recently realized by microfabricated inserts for magic angle coil spinning (39, 40) for mass limited samples. This study will demonstrate that inductively coupled Lenz lenses can be used in a DAC (see Fig. 1 for a schematic overview of the setup used.) 1 H NMR spectra obtained from paraffin up to 72 GPa show the applicability of the lenses in high-pressure NMR research. Furthermore, using numerical finite element simulations, it is revealed that application of a quasi-two-dimensional (2D) resonator is preferable to the bigger and more fragile solenoidal coils placed within the highpressure chamber, which have been used before.
Finally, 2D nutation and
H COSY (correlation spectroscopy) experiments demonstrate that this setup can even be used for higherdimensional NMR experiments. Preparation of the pressure cell and the RF resonator is described in Materials and Methods.
To compare sensitivities and performances under pressure for different resonator types, it is instructive to define the limit of detection in the time domain (LOD t ) as the minimum necessary number of spins that resonate within a bandwidth of 1 Hz, yielding an SNR of unity (41)
where N spins denotes the number of spins that contribute to the signal, SNR t is the SNR acquired in time domain, and Df is the receiver bandwidth. Assuming that the sample chamber is filled completely with a liquid paraffin oil sample, the number of resonant spins can be gauged to be about 1:7 Â 10 16 . The effect of the Lenz lens on the sensitivity at ambient pressure in the DAC is shown in Fig. 2A . The use of the lens strongly enhances the SNR, and thus, LOD t is compared to the same arrangement measured without a lens. The bad performance without the lens partly originates in very poor filling factors of the outer excitation coil (h ≈3 Â 10 À4 ) and in B 1 field inhomogeneities at the sample. The "lense-less" arrangement is similar to previous attempts to perform high-pressure NMR in DACs, yielding comparable sensitivities (42) .
The deformation of the lens under axial pressure is shown in Fig. 2B . Its overall shape remains stable at pressures up to about 7 GPa, after which the gold begins to deform up to about 20 GPa. A short circuit, which would occur if the 30-mm slit is closed, did not occur, possibly because some amount of the insulating Al 2 O 3 layer between rhenium gasket and Lenz lens (see the Supplementary Materials) had been squeezed into the slit, preventing a complete closure of the lens structure. The inner hole diameter was found to be increased by about 5% at 72 GPa compared to ambient pressure, together with a sliding of the hole away from the pressure center by about 15 mm, originating from small misalignments of the anvil tips. The average RF field strength 〈B 1 〉 produced by the lenses was found to be almost constant, as indicated by the obtained values from 2D nutation experiments (see Table 1 ). In principle, B 1 should scale with the inverse inner diameter of the lens. Nevertheless, this effect is most likely masked by the presence of the metallic rhenium gasket, which is in close proximity to the lens, and certainly also contributes somewhat to the total 〈B 1 〉 field strength and homogeneity in the sample cavity. Figure 2C summarizes recorded single-scan 1 H NMR spectra of paraffin, and Fig. 2D shows the evolution of the full width at half maximum (FWHM) linewidths. In the liquid phase, FWHM was found to increase from 5 parts per million (ppm) at ambient pressure (10 −4 GPa) to about 15 ppm at 7 GPa. At higher pressures, above the amorphization pressure of paraffin oil (43) (44) (45) at about 10 to 12 GPa, the linewidths begin to increase, exponentially reaching 23 ppm at 72 GPa. This effect is consistent with previous investigations of pressure gradients in the sample hole using paraffin oil as a pressure medium [see figure 3 from the studies of Yamauchi et al. (19) and Meier and Haase (23) or figure 19 from the study of Meier (15)].
The relatively narrow proton spectra indicate a nonvanishing mobility of the methylene and methyl groups in paraffin. Similar dynamic effects could be observed in molecular hydrogen in guest matrices under elevated pressures (46) (47) (48) . To investigate this effect further, spin-lattice (T 1 ) and spin-spin (T 2 ) relaxation measurements would illuminate the contribution of rotational and diffusional motion of the 1 H nuclei. The appearance of the observed doublet at 72 GPa will be addressed in the next section. The sensitivity and detection limits (LOD) were calculated using Eq. 1 and were found to be almost constant, with an increase from 6 Â 10 11 spins= ffiffiffiffiffiffi Hz p at ambient conditions to 1:5 Â 10 12 spins= ffiffiffiffiffiffi Hz p at 72 GPa (see Table 1 ). Figure 3 compares the resulting LOD t of the Lenz lens resonator with three experimental runs using solenoidal microcoils in the sample chamber, reaching maximal pressures of 10 GPa (49), 20 GPa (22), and 30 GPa (23). In these experiments, the microcoils range between 300 and 500 mm in diameter and 100 and 250 mm in height, tightly fitting into the initial sample volume. Evidently, the sensitivity of microcoils exhibits a strong pressure dependence, culminating in serious degradations of up to two orders of magnitude compared to their initial performances at ambient conditions. Strikingly, the LOD of the Lenz lens setup were found to be not only several orders of magnitude lower (and thus more sensitive) but also very stable, with small sensitivity losses of about 2% per GPa throughout the whole pressure run. The significantly better performance partially originates from the fact that, in flat solenoidal microcoils, half of the magnetic field is dissipated at the outside the coil, whereas the region within the microcoil also exhibits large B 1 field inhomogeneities (50), which will be eventually amplified by mechanical deformations because the sample cavity shrinks under compression and the microcoils will be squeezed between the anvils.
The RF magnetic field generated by the Lenz lenses, on the other hand, is focused within the part of its inner diameter and a limited space above or below it, leading to a much higher concentration and homogeneity across the DAC sample chamber. To this end, one defines the effective sample volume V eff = aV 0 as the total volume V 0 reduced by a factor a, which is between 0 and 1, and as the volume in which the generated RF magnetic field B 1 is within 10 to 20% of the maximum value at the center of the coil. The obtainable SNR in an NMR experiment will be directly proportional to V eff because it determines the observable fraction of the sample placed within a given resonator. Therefore, the sensitivity of every setup is closely related to the strength and homogeneity of the generated B 1 field. Thus, to further elucidate this problem, we performed numerical simulations using the FEMM software package to simulate RF magnetic field maps for both resonator setups. The results of the simulations comparing the initial magnetic fields before pressurization with a significantly deformed arrangement are shown in fig. S5 .
In accordance with similar calculations from van Bentum et al. (50) , the B 1 field map in the x-z plane of a flat microcoil, with a length-todiameter ratio of less than unity, the magnetic field is rather inhomogeneously distributed, with the highest magnetic fields close to the respective windings. The effective observable sample volume, V eff , with a B 1 homogeneity within 20% of the central field accounts to about 1.7 nl, which is about 14% of the total available sample space, and stores only 6% of the total magnetic field energy of the microcoil.
Moreover, as indicated by the "deformed resonator," the B 1 field homogeneity greatly suffers from an irregular arrangement of the currentcarrying wire segments of the microcoil. This deformed state typically arises already at relatively low pressures. Depending on the choice of gasket materials and the geometry of the sample cavity, a collapse can occur at relatively low pressures of some gigapascals, which will lead to significant deformations of the interior of the cavity including the placed microcoils. In this particular case, V eff drops to a 1 / 20 th of a percent because of significant B 1 field inhomogeneities while at the same time storing only about 0.003% of the total magnetic field energy. In addition, at these compressions, the risk for coil gasket or interturn short circuits increases rapidly (51) , rendering the application of microcoils in DACs increasingly unreliable above 10 GPa. This effect becomes even more evident if the actual microcoil geometries used in the corresponding experiments are considered. Meissner (52) used a microcoil made from d = 10 mm insulated (plus 5 mm insulation layer) copper wire, consisting of n = 10 turns. The total height of the coil can be gauged (16), using h ≈ 1.5 Nd, to be 225 mm, which is already about 50 mm higher than the initial sample chamber drilled into the CuBe gasket used. For the study reaching 20 GPa, Meier et al. (22) used microcoils consisting of four to five turns with insulated copper wire of 23 mm thickness (140 to 170 mm total height). As can be seen, the pressure-induced degradation in LOD t is reduced by about half an order of magnitude compared to the pressure run reaching only 10 GPa. Finally, in the experiments reaching 30 GPa, microcoils of only 70 mm could be used with considerably reduced sample chambers and hybrid gasket materials. Evidently, the LOD could be improved considerably by at least one order of magnitude but still did not permit very high sensitivity NMR above this pressure.
In the case of the Lenz lenses, on the other hand, the RF B 1 field appears to be rather homogeneous more than at least 40 to 50% of the total sample cavity, storing about 30% of the magnetic field energy. Strikingly, under compression, the situation does not deteriorate significantly, and both the stored energy (≈ 35 %) and V eff (≈ 47 %) remain almost constant. The B 1 field strengths of the lens resonators found in the simulations compare well with the actual field strengths found via nutation experiments (see Table 1 ), which is further evidence of the applicability of this approach.
Another comparison would be noteworthy at this point. Pravica and Silvera (53, 54) introduced a remarkably similar setup using a singleloop cover inductor-directly connected to the spectrometer-which is in electrical contact to a split gasket. The split in the rhenium gasket was introduced after preindentation and filled with coarse diamond and NaCl powder. With that setup, 1 H NMR spectra of molecular hydrogen could be recorded at pressures as high as 12.8 GPa. Judging from the reported signals in time domain at 20 K, SNR values of about 10 could be realized after 1500 scans were accumulated. That would subsequently lead to LODs vastly higher, and thus less sensitive, compared to the Lenz lens resonators. Several possible reasons could be considered as the origin of this different performance. First, the homebuilt NMR spectrometer was blanked out for about 10 ms before data acquisition, leading to a significant loss of signal intensity given the presumably short spin-spin relaxation time of H 2 . Furthermore, the gasket resonator is likely to have a very low quality factor, partly because the resistivity of rhenium metal is almost one order of magnitude higher compared to gold or copper, Table 1 . Summary of performance data using an inductively coupled Lenz lens resonator. The average pressure, p, was obtained at the center of the 250-mm culeted diamond anvil. The 90°pulse lengths, t p/2 , were obtained by nutation experiments at 1-W pulse power and used to estimate the average RF magnetic field strengths 〈B 1 〉. LOD t was estimated given the obtained time-domain SNR, SNR t , a number of about 1:7 Â 10 16 hydrogen nuclei in the sample cavity, and a receiver bandwidth of 2 MHz at all measurements. leading to significantly increased noise levels. Furthermore, the slit in the rhenium gasket can be considered as a capacitance close to the inductive inner loop of the gasket resonator. The dielectric of this capacitor, a mixture of diamond powder and NaCl, is known to exhibit ionic conductivity under high pressures and strain (55-57), leading to a breakdown of the electric field of capacitors into small steps of electric potential. Furthermore, as both anions and cations become mobile under pressure, imposed ionic motion will lead to a considerable increase in temperature through dissipation, leading to increased noise levels as well. That effect will certainly diminish the advantage of proximity of the resonator to the sample cavity. Furthermore, because the gasket resonator most likely has a resonance frequency, which will be far off the NMR resonance frequency, the gasket resonator works as a purely lossy inductance in its low resonance flat region. Now, as the single-turn copper cover inductor couples with the rhenium gasket resonator, it will also turn into a lossy resonator, leading to a significantly reduced sensitivity at higher pressure than about 15 to 20 GPa.
2D NMR spectroscopy under pressure
Up to this point, 2D NMR spectroscopy has only rarely been used in DACs at pressures exceeding some few gigapascals. The most obvious reason for this reluctance to perform NMR measurements in several dimensions lies in the significant increase in total data acquisition time, an effect that becomes even more severe if the sensitivity of the resonator, and thus its SNR, is rather poor in one dimension. Given the significant increase in LOD and the corresponding decrease in measurement time when Lenz lenses are used, we performed 2D nutation experiments and homonuclear COSY ( In a 2D nutation experiment, the indirect time dimension is defined by an incremented RF pulse length. This method was widely used for investigations of powder patterns of quadrupolar (nuclear spin I > 1/2) systems, where the changing RF excitation conditions lead to a possible extraction of quadrupole frequencies and asymmetry parameters, although the complete NMR spectrum is impossible to excite with a single RF pulse in 1D (58) (59) (60) (61) . Figure 4 summarizes obtained data from 2D nutation experiments performed on paraffin in a pressure range of 8 to 64 GPa. At lower pressures (p ≤ 8 GPa), the intense NMR signal could be attributed to the methylene groups of the long-chained paraffin molecules. Signals from the end-chain methyl groups were not observed as distinct signals, either because of signal overlap with the CH 2 group signals or because of the low density of these spectroscopic species. However, even at low pressures such as 8 GPa, a distinct second NMR signal could be found at slightly lower nutation frequencies, which almost completely overlapped with the dominant CH 2 signal in the 1D NMR spectra shown in Fig. 2C . This additional signal could possibly be associated to the formation of methine groups. Because pressure was increased (see Fig. 4B ), the signal intensity of CH 2 groups continuously decreased, whereas the relative intensity of the second signal was found to increase, with a crossover between 30 and 50 GPa. Moreover, the total intensity was found to decrease significantly by a factor of 2 at 64 GPa compared to 8 GPa, indicating a dissociation of hydrogen atoms and reformation to a compound, possibly molecular hydrogen, which could not be observed in these experiments. Figure 4C summarizes the obtained signal intensities throughout the whole experiment. Additional investigations of other alkanes, for example, heptane or decane, would certainly serve to further illuminate this effect, but because the main focus of this study is to prove the feasibility of the method, we did not pursue this issue.
2D homonuclear or heteronuclear COSY is one of the most widely used 2D NMR experiments (62) because it deconvolutes overlapping NMR signals arising from spectroscopically nonequivalent sites, which are broadened by chemical shift anisotropies or other broadening mechanisms.
As a final proof of the usefulness of the presented novel resonator design in high-pressure anvil cells, it is imperative to investigate the inherent spectral resolution in a system with two or more observable proton signals. To this end, we have chosen to use thymine (C 5 H 6 N 2 O 2 ), one of the four nucleobases of DNA, because it exhibits two relatively strong proton signals from methyl and methine groups, plus an additional signal of amide groups-all of which are reasonably well separated in frequency space.
A homonuclear COSY NMR spectrum at about 1 to 1.5 GPa in a pressure cell using Lenz lenses is shown in fig. S6 . Three reasonably well separated proton signals stemming from all proton sites could be observed. Because of significant line broadenings and short coherence transfer mixing times, no cross-peaks were observed. The spectral resolution, given by the FWHM linewidth of the intense H a signals, was found to be 3.7 ppm. This value is about twice as high as the FWHM linewidths found in Fig. 4 , which possibly originates in hindered motional averaging of the thymine molecules because the D 2 O solution is close to its crystallization point at this pressure. Nevertheless, although these linewidths are by far not as sharp as compared with observed signals in solution state NMR, it certainly allows the observation of several nonequivalent proton peaks within one compound. Furthermore, because most of the systems observable under pressure will eventually become solid, this spectral resolution can be considered more than optimal for most high-pressure solid-state NMR investigations.
DISCUSSION
This study introduces a novel way to implement NMR experiments in DACs using inductively coupled Lenz lenses, which allow an increased NMR sensitivity throughout the whole high-pressure experiment and significantly higher pressures compared to all former experimental approaches. The advantages of this setup compared to formerly used highpressure NMR resonators are manifold.
First, Lenz lenses allow a significantly higher spin sensitivity, and thus excellent LOD in the order of 10 12 spins= ffiffiffiffiffiffi Hz p , which corresponds to a detectable volume of only 15 mm 3 within a bandwidth of 1 Hz of a water sample. These high sensitivities are ideal for applications suffering from highly limited sample volumes that barely fit in the limited space of a DAC. Moreover, because the sensitivity does not deteriorate with pressure, very high sensitivity NMR at 1 Mbar and beyond becomes possible, even more so as the RF B 1 field and hence the mass sensitivity can be further increased when the central hole of the lens is minimized.
Second, the Lenz lenses constitute the first quasi-2D RF resonators used for high-pressure applications, resulting in substantially higher possible pressures because the overall pressure cell setup is not altered significantly compared to microcoil setups, where small grooves in the metallic gasket are mandatory to avoid premature coil gasket short circuit. Last, this study also demonstrates that 1 H NMR is possible without the interference of spurious signals-typically originating from organic materials close to the resonator such as wire insulations or epoxy resinswhich are prone to distort or completely mask the weak proton signal originating from within the sample chamber.
In addition, it could be shown that more advanced 2D NMR methods can be easily used, yielding further information content, which would not be possible to access in 1D NMR experiments. This might be particularly advantageous when the 1D spectral resolution is limited to some parts per million, and signals from nonequivalent species overlap significantly, hampering data analysis.
Recently, some possible alternatives to Lenz lens resonators were introduced, namely, planar multiturn microcoils (41, 63, 64) , pseudostripline resonators (65, 66) , or even the detection of NMR signals through nitrogen vacancies in a diamond matrix (67, 68) . Compared to these approaches, the presented NMR setup has some intriguing advantages. First, although the deformation of the lenses under pressure was shown to be well within acceptable limits and the overall shape remained intact, the structure of planar microcoils will most certainly be distorted significantly and electrical leads are eventually destroyed. Second, inductive coupling between excitation coil and lens circumvents the risk of short circuits of wires entering the high-pressure chamber, which typically limits the application of electrical transport or high-frequency measurements, such as de Haas-van Alphen measurements, to below 30 GPa. In this vein, stripline resonators would also be severely deformed and cut off at the edge of the diamond tips. These problems could be partially resolved by the application of bevelled diamonds, which allow a somewhat safer passage of any electrical leads, but nonetheless, pressure remains limited to below 50 GPa. Third, concerning the possible application of negatively charged nitrogen vacancy centers in diamond, Doherty et al. (69) recently presented the first application of optically detected magnetic resonance (ODMR) in a DAC at pressures of up to 60 GPa, but because of internal strains under pressure, the transition energy of electrons was found to be significantly broadened, leading to extensively broadened ODMR spectra, which certainly prohibit high-resolution NMR using this technique.
The paramount significance of this new approach for high-pressure chemistry, physics, and mineralogy becomes obvious if the current state-of-the-art high-pressure NMR technique used to study liquid systems investigating proteins (70, 71) is considered. This technique uses rather large RF resonators in an autoclave system, with sample volumes in the order of 10 to 100 ml, yielding sensitivities of about 10 18 to 10 19 spins= ffiffiffiffiffiffi Hz p at considerably lower maximal pressures of less than 1 GPa (70, 72) . Therefore, the application of Lenz lenses in modern high-pressure vessels, yielding significantly higher sensitivities and allowing an observation of weak NMR signals stemming from ultrasmall samples, could lead to a widespread interest of NMR investigations of a plethora of new phenomena at considerably higher pressures than possible before. 
MATERIALS AND METHODS

Cell preparation
All experiments were conducted with a pressure cell of type BX90 (73) made from nonmagnetic NiCrAl, which is known to generate pressures in the multi-megabar range (74) (75) (76) . The diamond seats were made from nonmagnetic sintered cubic boron nitride and provided the necessary mechanical strength to support the diamonds under pressure.
For the first experiments, we chose to use a toroidal diamond indenter cell (TDIC) design, which was prepared as follows. Diamonds flattened to 250-and 800-mm culets were used, resulting in a buckled gasket after preindentation, enabling fragile coils to be positioned close to the 800-mm culet. The gasket was preindented to a thickness of 20 mm, and a 100-mm hole was cut in the flat indentation with an automated laser drilling system. Afterward, one side of the metallic rhenium gasket was sputter-coated with 2 mm of Al 2 O 3 to avoid short circuiting between gasket and lens, and to prevent a complete closure of the slit of the lenses under pressure. In addition, under preindentation, the side of the 800-mm culeted anvil was found to be indented by about 10 to 20 mm, which provided a convenient sealing of the lens when liquid samples or pressure transmitting media are used. After preindentation, a small (100-mm-diameter and 10-mm-deep) cylindrical recess was cut in the culet of the 250-mm diamond anvil (see fig. S1 ) using a focused ion beam (FIB), increasing the total initial sample volume to about 230 pl. The internal pressure in the chamber was determined using the stressdependent shift of the first-order Raman spectrum (77) at the center of the culet of the 250-mm diamond. The obtained Raman spectra up to 72 GPa are shown in fig. S2 .
The internal pressure in the sample chamber was calculated using
where the diamond bulk modulus K 0 = 547 GPa and its pressure derivative K ′ 0 ¼ 3:75, n 0 denotes the ambient pressure first-order Raman band of the diamond edge located at n 0 = 1333 cm − 1 , and Dn is the induced pressure-dependent frequency shift measured at the center of the culet.
RF characterization of the resonator and test measurements
Setting up the resonator was done in two steps. At first, a small (1-mm-diameter) coil with three turns was made from 100-mm polytetrafluoroethylene-insulated copper wire and fixed on the pavilion of the 800-mm diamond anvil so that the culet is centered within the coil. The leads of the coil were soldered to copper tape, leading to the exterior of the pressure cell. In addition, a 15-pF nonmagnetic surface-mount device chip capacitor was soldered parallel and as close as possible to the coil onto the copper tape to close the resonator at a resonance frequency of 400.13 MHz, which corresponds to the nuclear Larmor frequency of hydrogen nuclei in a magnetic field of 9.4 T. Outside the cell, two variable glass capacitors were used for frequency fine tuning and impedance matching. The resonator was grounded over the pressure cell and the probe.
Second, the Lenz lens was manufactured from 5-mm-thick gold foil, cutting out the final geometry with a pulsed laser drilling machine. The lenses have an outer diameter of 600 mm, an inner diameter matching the diameter of the sample chamber, and a 30-mm-wide slit. After cutting, the lenses were carefully placed at the center of the 800-mm culet. The RF setup, including the Lenz lens before loading as well as the corresponding return loss spectrum and a smith chart analysis of the resonator at 400 MHz, is shown in fig. S3 . Almost ideal matching conditions of the excitation coil with a quality factor of 20 could be realized.
All NMR experiments were conducted at a proton Larmor frequency of 400.13 MHz; optimal pulse durations were determined using 2D pulse nutation experiments at every pressure step. All proton spectra were recorded with a 2 MHz receiver bandwidth. To evidence that the signal originated from the paraffin oil within the sample chamber-and not from the surroundings of the resonator-we conducted four measurements at similar experimental conditions: before loading, after loading of the paraffin oil in the resonator at 1 bar, after the pressure run at ambient conditions, and finally after opening and careful cleaning of the cell (see fig. S4 ). The corresponding proton spectra did not show any proton signals in the case when paraffin oil was absent from the center of the Lenz lens while exhibiting two almost identical intense 1 H NMR spectra at ambient conditions before and after compression. Thus, the observed signals must originate from the paraffin oil centered at the sample chamber. Spurious signals were not detected.
SNR t and LOD
Hoult and Richards (36) first comprehensively derived the time-domain SNR in an NMR experiment after the application of a single p/2 pulse, which was later refined by Peck et al. (16) 
where B 1 is the RF magnetic field generated by the resonator, i is the current, and w 0 is the nuclear Larmor frequency of a particular nuclear spin with spin quantum number I and gyromagnetic ratio g n . V s and N s are the sample volume and the spin density of the sample, respectively. The thermal noise voltage V noise is given by the Johnson-Nyquist expression (78, 79)
where the electric resistance R noise is governed by Ohm's law corrected for limited RF penetration and D f is the operating bandwidth of the NMR receiver. Here, SNR t was obtained by comparing the maximal signal amplitude of the resulting FIDs in time domain extrapolated toward t = 0 (directly after the end of the exciting RF pulse) with the noise voltage spectral density of the detected signal in the white noise region.
The number of hydrogen spins that contribute to the obtained signals shown in fig. S4 and Fig. 2 was calculated given the total initial sample volume of 230 pl and the density of paraffin oil of 800 kg m The final time-domain LOD were calculated using Eq. 1.
The values for LOD t in the microcoil experiments were obtained by direct evaluation of SNR t from the original data (22, 23) as well as gauged from the published frequency domain spectra (49) and compared with the corresponding time-domain FIDs (52).
2D NMR experiments
For the 2D nutation experiments, a TDIC pressure cell, similar to that used for the 1D measurements, was prepared using the same experimental setup. The measurements were conducted at a Bruker Avance III 400 MHz system using a 9.3-T-wide bore magnet. The pulse lengths were incremented in steps of 100 ns, ranging from 100 ns to 25.6 ms, yielding an indirect time-domain size of 256 points. For the 1 H-1 H COSY measurements, a solution of deuterated water and thymine was prepared in a mass ratio of roughly 1:10. The mixture was prepared within the sample cavity of the TDIC pressure cell, which was closed and pressurized rapidly to about 1 to 1.5 GPa within several seconds. After loading, excess liquid was removed and the cell was left overnight to allow all additional liquids to evaporate to avoid detection of spurious signals not stemming from within the sample cavity. The homonuclear COSY measurements were conducted at a magnetic field of 9.3 T, with 90°pulse lengths of 3 ms. The mixing times were kept short to suppress cross-peaks and to only observe the diagonal peak signals. The proton chemical shift was referenced relative to a tetramethylsilaneCDCl 3 solution placed in a small glass tube-sample volume of approximately 100 nl-which was fixed in a pressure cell between the diamond tips to mimic the same experimental conditions of a complete highpressure assembly.
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